
ADD NEW GLASS BLOCK TO MATCH
EXISTING WITHIN EXISTING
MASONRY OPENING.

REPAIR AND REPLACE GLASS BLOCK AND GROUT AS
NECESSARY IN EXISTING WINDOW OPENINGS.

NEW INSULATED ,
THERMALLY BROKEN
ALUMINUM STOREFRONT
WINDOW SEE 2/A202

CLEAN AND REMOVE LOOSE
PARTICLES OF EXISTING CONCRETE
FOUNDATION WALL; SEAL AND PAINT

REPLACE ALL EXISTING
EXTERIOR LIGHTING FIXTURES.

(TYP OF 6 ON EAST SIDE)
SEE FIXTURE 6/A201

STABILIZE EXISTING BRACKETS
FOR ADDITION OF NEW SIGN TO

MATCH ORIGINAL, PROVIDED
BY OWNER

REPAIR ALL EXISTING
ROWLOCK BRICK
WINDOW SILLS AS
REQUIRED.
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EAST ELEVATION

NOTES:
1. CLEAN EXISTING BRICK ON ALL

ELEVATIONS.
2. REPOINT CRACKED AND DETERIORATED

MORTAR  JOINTS UNDER THE UNIT PRICE
PROVISIONS OF THE CONTRACT.

REMOVE, SALVAGE AND RELAY
EXISTING LOOSE BRICK.

PROVIDE NEW METAL COPING OVER THE EXISTING CAST-IN-PLACE
CONCRETE COPING.  NEW COPING SHALL BE FASTENED TO THE EXISTING
COPING WITH A METAL CLEAT.  NEW COPING SHALL EXTEND A MINIMUM OF
1 INCH OVER THE EXISTING COPING BED JOINT AT THE EXTERIOR FACE AND
A MINIMUM OF 1 INCH OVER THE TOP EDGE OF THE MEMBRANE ROOFING
ON THE INSIDE FACE OF THE PARAPET.  TYPICAL AT ALL FOUR SIDES.

REMOVE, SALVAGE AND RELAY EXIST LOOSE
AND DISPLACED FACE BRICK.  ADD
CORRUGATED TIES FASTENED TO EXISTING CMU
BACK-UP @ 16" O.C. MAX HORIZ AND VERT.

NEW SAWN JOINT IN FACE BRICK.  SEE 4/202, TYP OF (4)

SF-5

SF-4

7' 10 34" VIF

REMOVE EXISTING
CONDUIT; ALL ELECTRICAL
WORK TO BE RUN ON THE
INTERIOR OF STRUCTURE
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NORTH (REAR) ELEVATION

REMOVE, SALVAGE AND RELAY EXIST LOOSE
AND DISPLACED FACE BRICK.  ADD

CORRUGATED TIES FASTENED TO EXISTING CMU
BACK-UP @ 16" O.C. MAX HORIZ AND VERT.

REMOVE EXISTING MASONRY FOR THE FULL
WIDTH OF THE WALL.  CONTACT ARCHITECT FOR

A SITE VISIT TO ASSESS THE EXISTING LINTEL
CONDITION.  CONTRACT SHALL INCLUDE COST

OF NEW (2) L6 x 31
2 x 516 LLBB GALV ANGLES.

DO NOT ORDER UNTIL CONDITIONS HAVE BEEN
ASSESSED.  REBUILD WALL TO MATCH EXISTING

W/ SALVAGED FACE BRICK.

ROUTE OUT EXISTING JOINT BETWEEN THE TWO
BRICK TYPES.  PROVIDE BACKER ROD AND

SEALANT.

NOTES:
1. CLEAN EXISTING YELLOW FACE BRICK ON

EAST (SIDE) ELEVATION AND NORTH
(REAR) ELEVATION.

2. REPOINT CRACKED AND DETERIORATED
MORTAR  JOINTS UNDER THE UNIT PRICE
PROVISIONS OF THE CONTRACT.

PROVIDE NEW METAL COPING OVER THE EXISTING CAST-IN-PLACE
CONCRETE COPING.  NEW COPING SHALL BE FASTENED TO THE EXISTING
COPING WITH A METAL CLEAT.  NEW COPING SHALL EXTEND A MINIMUM OF
1 INCH OVER THE EXISTING COPING BED JOINT AT THE EXTERIOR FACE AND
A MINIMUM OF 1 INCH OVER THE TOP EDGE OF THE MEMBRANE ROOFING
ON THE INSIDE FACE OF THE PARAPET.  TYPICAL AT ALL FOUR SIDES OF
UPPER ROOF AND ALL THREE SIDES OF LOWER ROOF.
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SF-4 WINDOW
1/4"=1'0"

7'6 1/2" VIF

7'
-0

" V
IF
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SF-5 WINDOW ALUMINUM CLAD WOOD WINDOW
1/4"=1'0"

NEW ALUMINUM CLAD
WOOD WINDOW INSULATED
WITH FIXED GLAZING

3'
 4

-1
/2

" V
IF

3'-3 1/2" VIF

EQ EQ
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EXISTING BRICK EXPANSION JOINT DETAIL
NO SCALE

EXIST FACE BRICK

O.F.O. EXIST INTERIOR
MASONRY WYTHESEALANT. DRY TOOL TO

SLIGHTLY CONCAVE SURFACE.

ALIGN NEW JOINT W/
EXIST HEAD JOINTS

CLOSED-CELL BACKER ROD

SAW EDGE OF NEW JOINT FULLY
THROUGH EXIST FACE BRICK
AND HEAD JOINTS W/ AN 18" MIN
THICK BLADE

EXIST HEAD JOINT MORTAR

ROUT OUT EXIST HEAD JOINT AND
BRICK W/ A 3 8" MIN WIDE
TUCK-POINTING BLADE

NOTES:
1. ROUT EXIST CRACKED, DETERIORATED OR OTHERWISE

DAMAGED JOINTS TO A MIN DEPTH OF 3 8" AND REPOINT AND
STRIKE JOINTS TO MATCH EXIST AS INDICATED OR UNDER
THE UNIT PRICE PROVISIONS OF THE CONTRACT.

2. REMOVE AND REPLACE SPLIT, DETERIORATED OR
OTHERWISE DAMAGED BRICK UNITS AS INDICATED OR
UNDER THE UNIT PRICE PROVISIONS OF THE CONTRACT.

3. COAT SIDES OF JOINT WITH PRIMER WHERE
RECOMMENDED BY MANUFACTURER FOR SAWN JOINTS.

EXIST FACE BRICK

O.F.O. EXIST INTERIOR
MASONRY WYTHESEALANT. DRY TOOL TO

SLIGHTLY CONCAVE SURFACE.

ALIGN NEW JOINT W/
EXIST HEAD JOINTS

CLOSED-CELL BACKER ROD

ROUT OUT EXIST HEAD JOINT AND
BRICK W/ A 3 8" MIN WIDE
TUCK-POINTING BLADE

TWO FULL DEPTH SAWCUTS.
REMOVE EXIST MORTAR.
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1. PROVIDE 10 EXTRA GLASS BLOCKS
 FOR REPAIR  ON WEST SIDE ELEVATION
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